Instruction for Sputnik 



First you will have lo find a ball, 
which you can use for the satellites 
body. If you want to make the mo- 
del in exact scale 1:10 - it has to be 
58 mm in diameter. It can be really difficult to 
find. Instead use the table to rescale the model 
sheet. If you for cxamblc uses a 60 mm ball - you 
will have to rescale the parts by 103,4 %. 
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When you find a useful! ball, whether il is made out of plastic, expanded expanded polystyrene, 
wood or rubber - it is a good idea to buy at least one extra ball - for testing of glue and paint. 

Further more you will need four pieces of wire at least 35 cm long. Print paper parts on thin 
cardboard. You will also need some thicker white cardboard. For the paper parts you will need some 
white glue. Depending on the material, that the ball is made of - you might need some other kind of 
glue for examble superglue. For painting use silver spray paint and black acrylic paint. 




Glue the templates A,B, C and D Cut-out part E. Use a little piece of masking tape to assemble 

to cardboard, then cut-out. it to a ring. The red stribes should be on the outside. 



Glue Bto the ball 
as shown - when dry 
remove maskin tape. 




Place a tiny drop 
( 1 mm) of white 
glue 1 mm just 
above each of 
the red 
guide lines. 

Allow to dry. 
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Instruction for Sputnik 




Cut out template A, B and C. 



Ad four strips of maskin lape 
to A as shown above. 



Attach template A to the top of the 
ball. Take mesurements to make 
sure, that it is paralcl with E, 




Place template B along the red lines. Write an "X" over the places - so Place template A along one 
Mark the places, where we later you do not mix them up with the of the blue lines. Make 4 marks 
will drill holes for the antenna. other marks. for the rivets. 




Template B 



Template A 



Then place template A along the 
other blue line. Make 4 marks. 
Note the difference to the former 
picture, 

• Markers for holes 

• Markers for rivets 



Template B * 




Template A 
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Use a 2 mm bit to dril the four holes Put a tiny drop ( 1 mm) of white When finished the ball should look 
for attachment of the antenna. glue on the marks for the rivets, like this - viewed from the top. 




While the glue dries. Make the 4 an- Bend the end of the antenna in to Then cut the antenna in to the rigth 
tennas, shape using template F. length measuring as shown above. 




Cut out part G, H, 1 and template D, First wrap part G around the antenna - then roll part H around pari G 
as shown above. Make sure, that the rolled part H is able to fit inside template D!. 




Finally wrap the parts I 
around part H as shown. 
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